Table 3. Refiner and Blender Net Production
(Thousand Barrels per Day)

Current Week Last Week Year Ago 2 Years Ago Four-Week Averages
Product / Region 810112 8/312 | Difference | 8/12/11 gfg:;; 813110 ng:;; 802 | 81211 gf::;;
Refiner Net Production
Finished Motor Gasoline’ ................... 2,371 2,208 163 2,457 -3.5 3,164 -25.1 2,283 2,565 -11.0
East Coast (PADD 1) .. 143 134 9 167 -14.1 219 -34.5 136 180 -24.7
Midwest (PADD 2) .... 770 716 55 646 19.3 805 -4.3 762 764 -0.2
Gulf Coast (PADD 3) ... 964 831 134 1,172 -17.7 1,588 -39.3 878 1,103 -20.4
Rocky Mountain (PADD 4) ... 235 232 3 213 10.2 261 -10.1 227 229 -0.7
West Coast (PADD 5) ... 258 296 -38 259 -0.3 291 -11.2 279 289 -3.4
Reformulated ................. 108 97 11 111 -3.2 103 4.1 104 108 -3.7
Blended with Ethanol 89 84 B 97 -7.5 67 33.5 86 94 1.7
Other .......... 18 13 6 15 255 36 -49.8 17 14 24.0
Conventional . 2,264 2,111 152 2,345 -3.5 3,061 -26.0 2,179 2,458 -11.3
Blended with Ethano 358 351 7 321 11.6 228 57.0 355 329 7.9
Ed55 and Lower ..... 358 351 7 321 11.6 228 56.9 355 329 7.9
Greater than Ed55 . 0 0 0 0 0.6 0 - 0 0 104.1
Other .... 1,905 1,760 145 2,024 -5.9 2,832 -32.7 1,824 2,128 -14.3
Distillate Fuel Oil .. 4,640 4,665 -25 4,552 1.9 4,252 91 4,633 4,561 1.6
15 ppm sulfur and Under . 4,118 4,224 -106 4,011 2.7 3,480 18.3 4,179 3,990 4.7
> 15 ppm to 500 ppm sulfur . 153 161 -8 231 -33.8 352 -56.6 145 223 -34.8
> 500 ppm sulfur ..... 369 280 89 310 18.9 420 -12.0 309 348 -11.4
Kerosene .................. -1 -8 7 -3 -64.5 8 -110.6 -8 2 -541.6
Kerosene-Type Jet Fuel . 1,637 1,692 -55 1,528 71 1,448 13.0 1,628 1,512 7.7
Residual Fuel Oil 486 481 5 618 -21.4 385 26.2 485 580 -16.5
Blender Net Production

Finished Motor Gasoline' ... 6,697 6,690 7 6,853 -2.3 5,975 121 6,652 6,777 -1.8
East Coast (PADD 1) 2,832 2,864 -32 2,956 -4.2 2,583 9.7 2,820 2,958 -4.7
Midwest (PADD 2) 1,466 1,454 12 1,587 -7.6 1,438 1.9 1,466 1,528 -4.1
Gulf Coast (PADD 3) ... 1,025 1,013 12 888 15.4 722 41.9 1,011 906 11.5
Rocky Mountain (PADD 4) . 63 64 -1 45 39.3 36 71.9 64 45 40.9
West Coast (PADD 5) 1,312 1,295 17 1,377 -4.7 1,195 9.8 1,292 1,340 -3.6
Reformulated 2,975 2,992 -16 3,019 -1.4 2,914 21 2,966 2,995 -1.0
Blended with Ethanol 2,975 2,992 -16 3,019 -1.4 2,914 2.1 2,966 2,995 -1.0
Other .......... 0 0 0 0 - 0 - 0 0 -
Conventional . 3,722 3,699 23 3,834 -2.9 3,060 21.6 3,686 3,782 -2.5
Blended with Ethanol 5,064 5,111 -47 4,986 1.6 4,700 7.7 5,069 4,925 29
Ed55 and Lower ..... 5,062 5,108 -47 4,984 1.6 4,698 7.7 5,067 4,923 2.9
Greater than Ed55 . 2 2 0 2 -9.5 2 1.1 2 2 -18.2
Other .............. -1,342 -1,412 70 -1,152 16.5 -1,640 -18.2 -1,383 -1,143 21.0
Distillate Fuel Oil ..... 29 33 -4 -1 -3,376.5 -8 -466.0 28 3 692.8
15 ppm sulfur and Under . 29 35 -6 11 157.7 2 1,272.3 29 3 771.8
> 15 ppm to 500 ppm sulfur . 8 -1 9 10 -23.1 46 -83.3 5 5 -7.6
> 500 ppm sulfur .. -7 0 -7 -22 -67.2 -56 -87.2 -6 -5 25.8
Kerosene ... 0 0 0 -2 -75.0 0 201.8 0 0 -41.6
Kerosene-Typ 0 0 0 0 - 0 - 0 0 -

~~ = Not Applicable.
~— = Data Not Available.

1 Does not include adjustments for fuel ethanol and motor gasoline blending components.
Notes: Data may not add to total due to independent rounding. Differences and percent changes are calculated using unrounded numbers.

Source: See page 29.
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